Activity Hazard Analysis

[bookmark: _GoBack]This AHA is provided as an example of content to consider during development of project-specific AHAs for like activities

	Activity:
	General carpentry activities following OSHA 1926 Subpart I




	HAZARDS

	JOB STEP
	HAZARDS
	ACTIONS TO ELIMINATE OR MINIMIZE
EACH HAZARD

	Lay out area to be framed
	Risks of injury from improper lifting/bending
	All employees shall be instructed in safe lifting techniques.

If loads are awkward, too heavy, high traffic areas, two (2) men are required for carrying loads 10’ or greater.

Only secure stable loads may be transported by hand truck or dollies. Do not exceed capacity 

Use multiple persons to transport large or heavy loads and use spotter

Know limitations

Situational awareness

	Form or frame using a nail gun, hammer or screw gun
	Risk of injuries/ cuts from improper use of tools.
	Employees are to be trained on the use of tools. All tools shall be inspected before use.

Keep all used razor blades in a sharps container labeled as "SHARPS".  Keep all sharp materials out of the line of traffic.

Minimum-required PPE worn at all times.

	Install anchors
	Risk of exposure to silica based products
	Respirators or dust masks may be required when drilling into concrete. 

Respirator use in accordance with Respiratory Protection Program, including medical evaluation and fit testing.



